Ref: BFRS 2025-001

	Annex A – Mandatory Technical Requirements Checklist


	Respondents must be capable of delivering Vehicles that meet the following baseline specifications

	Technical Vehicle Capability
	
	
	

	
Requirements
	
Meets Requirement
	Does Not Meet Requirement
	
Exception/Explanation

	Wheelbase 139 inches
	
	
	

	Maximum Length: 24 ft 7in
	
	
	

	Maximum Height: 9ft 10in
	
	
	

	Maximum Width: 8ft 4in
	
	
	

	Weight Capacity: 13.5 Tons
	
	
	

	Minimum 1,250 GPM fire pump
	
	
	

	Minimum 500-gallon water tank
	
	
	

	Minimum 50-gallon foam tank
	
	
	

	Crew cab for at least 5 personnel
	
	
	

	Chassis and Body Construction must be suitable for corrosive, humid, marine environments
	
	
	

	Left-hand drive orientation
	
	
	

	The Clean Cab Concept
	
	
	

	· Storage of contaminated PPE outside of the crew cab
· Interior surfaces that are smooth, non-porous, and easy to clean
· Optional sealed or filtered HVAC systems

	
	
	

	Tools and Equipment
	
	
	

	Vehicle must be fully equipped with Tools and equipment (Customer to provide inventory)

	
	
	

	[bookmark: _Int_eCEfXdxh]Vendor should be able to assist with design specifications. (ex. tool & equipment layout)

	
	
	

	Warranty
	
	
	

	Minimum 2-year vehicle and 5-year body/pump
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